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EW’MMARY

An analytical study of the effects of wing flegibility on wing
strains due to gusts has been made for four spanwise stations of a four-
engine boniberairplane, and the results have been correlated with results
of a previous flight investigation. The measured bending-strain ampli-
fication factors due to wing flegibility (ratio of strain for the flexible
airplane to strain for the “rigid” airplane) at a station near the wing
root were Log when based on the ratio of root-mean-square values and
approximately 1.19 when based on the ratio of strains obtained from dis-
tributions of strain pesks. The amplification factors decreased with

b
each successive outboard station and then increased slightly at the tip
station. When the airplane was considered to have three degrees of

- freedom (vertical motion and wing bending in the first and second sym-
metric bending modes), calculated amplification factors were in reasonable
agreement with the measured results.

INTRODUCTION

The current trend toward thinner wings, higher speeds, and larger
concentrations of mass in the wings has led to increased concern
regarding the effects of wing flexibility on the aircrsft structural
loads in flight through atmospheric turbulence. A nuriberof investi-
gations have dealt with the development of analykicsl methm3s for
caltiating structural responses of airpkes to gusts (refs. I to 6).
Also, a numiberof flight investigations of the effect of trsmsient
response associated with wing flexibility of present-day airplanes have
been made by the National Advisory Committee for Aeronautics to determine

b the amplification of wing strain -d
(refs. 7 to 10), and correlations of
analytical studies have been made.

.

accelerations
these results
.

induced by gusts
with the results of
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In the initia~ studies the correlations of calculated and measured
values were based primarily on the response of the airplane to simple
and discrete gust disturbances and, although this approach has proven
useful, it has not provided a clem? description of the response of an
airplane to continuous turbulence. The recent application of the method
of generalized harmonic analysis to the problem of gust loads has, how-
ever, provided a technique that gives a more complete description of the
response of an airplane to continuous turbulence. This approach has
been applied in reference 1 in analytical studies, and the results
obtained show good correlation with flight-test results evaluated on a
“selected pew” basis for the overall effects of wing flexibility on the
strains at the wing root stations of three airplanes. .

In this paper the techniques of generalized harmonic analysis me
applied in both the analytical calculations and in the analysis of the
wing-strain measurements made on a four-engine bomber airplane during
flight through rough air. (An evaluation of the data for the flight
investigation on the basis of selected peaks is reported in ref. 10.)
The use of generalized hsrmonic analysis techniques for both the calcu-
lated and measured values enables correlations to be made on the same
basis and in more detail than in reference 1. Strain spectra, root-mean-
square strain values, and the distribution of strain peaks were determined
for each of four spanwise measuring stations, and the analytical methods
of reference 1 are applied in order to calculate the smne quantities.
The method of reference 1 was efiended to include the second symmetrical
bending mode, in addition to the fundamental bending mode, as it appesred
particularly pertinent for the outboard stations.
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SYMBOLS USED IN BODY, TABLE, AND FIGURES

slope of lift curve of wing

span of wing

chord of wing

chord of wing at midsemispan

Young’s mcd.ulusof elasticity

frequency, cps

acceleration due to gravity

bending moment of inert~a

—

—
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%0

4QI

statistical number of degrees of freedom

scale of turbulence, ft

distance from neutral sxis to the extreme fiber

moment of wing area about spanwise.station under consideration,
rib/2

b/2

%1 =j cml~y - ‘j)W
Y.J

3

*..

% generalized mass of nth mode

m mass per unit span of wing (except in eq. (4))

N(y) number of strain pesks per second greater than a given strain
level y

h incremental normal acceleration, g units
h

.
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wing area

distance traveled, ~ t, half-chords
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srbitrary value of t, sec

amplitude of airplane frequency-response function
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+
t time (zero at beginning of gust penetration)

* v forward velocity of flight

w total weight of airplane

Wn deflection of elastic axis.in nth mode, given in terms of
unit tip deflection, positive upward

Y dist=ce along wing measured from airplane center line

y(t) stationary r-m disturbance (strain amplitude)

E strain -

‘lcoAj-=—
2V

L

54%-=apcos

~2=2%-
apcos

P mass density of”air

o root-mean-square value of output response

au root-mean-square gust velocity

@i( ) tiput power-spectral-density function

q ) output power-spectral-density function

L Q frequency, rat&ms/ft

..-

% natural circular frequency of vibration of nth mode.
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Primes denote

Subscripts:

F flexible

J spanwise

derivatives with respect to s or U.

case

station

n natural modes of vibration

R rigid case

APPARATUS, TESTS, MID ACCURACY OF MEASUMMENTS

The experimental data used in the present investigation
from the flitit invest@ation reported in reference 10. The

were obtained
airplane,

flight conditions, and ~est proc~dures are described in detail in refer-
ence 10, and the description is pertially repeated herein for complete-
ness of this paper.

The characteristics of the test airplane are given in table 1, and
a three-view drawing of the test airplsae is shown in figure 1. The
estimated spanwise stiffness distribution is-given in figure 2, and the
estimated weight distribution for the test run considered herein is shown

a

in figure 3.

The instrumentationused in this investigation consisted of electrical “
strain-gage bridges for measuriuwing bendigg strains at the front and
rem spars of wing stations 1.26j 255J 432j and .5gojand an accelerometer
mounted in each wing neer the elastic axis at the estimated nodal point
of the fundamental bending mode (station 278). All.strain indications
were recorded on a multichmnel oscillograph. The outputs of the strain-
gage installations at the inboard stations were recorded separately,

—

whereas the gages on the front and rear spsrs of stations 432 and 590
were combined electrically to give a single output for each station. The
natural frequency of the nodal-accelerometerrecording system was approxi-
mately 9 cps. AJJ..recorderswerd correlated in time by mesm of an
NACA l/2-second chronometric timer.

The investigationwas ude at a speed o~ 250 mph for a weight of
105,903 pounds. In the course of the actual flight test, small vexat-
ions frumthe specific test conditions occurred in the airspeed, alti-
tude, end airphe weight. These variatiom.were too small to be signifi- ~
cant. A pull-up which was made at the same.yeight and speed was also
analyzed for use in determining the equivalent “rigid” airplane straims.

“
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%
The instrumentation, the character of the records, and the method

of record reading were such that the overall accuracy of-the individual
k measurements was estimated to be as follows:

Strain indications, percent . . . . . . . . . . . . . . . . . . *5
Acceleraticms, gunits . . . . . . . . . ... . . . . . . . . . +().05

The strain measurements in pull-ups and in laboratory load calibra-
tions were linesx within the accuracy of the measurements.

BASIS OF ANAZYSIS

The object of the present study is to correlate data for saal@i-
call.ydetermined effects with data for experimentally determined effects
of wing bending flexibility on the wing strains during flight through
rough air. The overall effects of wing bending flexibility can he con-
veniently expressed in terms of simplificationfactors which sxe ratios
of the strains for the flexible airplane to the strains for the rigid
airplane condition. Two strain amplification factors are used in the
analysis, one based on root-mean-squsre strains -d the other on strains
that a given numiberof peak strains equal or exceed.

The flexibility measures used involve comparison of actual incre-L
mental wing strains with the strains that would be obtained if the air-
plane were rigid. Since it is, of course, not possible to obtain the
rigid-body reference strains in flight, some nesrly equivalent strain.
must be used. The general practice, as in reference 1, has been to
assume that the rigid-body strains sme equal to the strains that would
develop during pull-ups at accelerations equal to the accelerations that
me measured.at the nodal points during rough-air flights, and this
practice has been followed herein. In utilizing the pull-up as the
reference condition, the effects of quasi-static elastic twist and other
aerodynamic features of the airplsne are represented. The quasi-static
elastic twist is, however, small for the test airplane and is neglected
in this analysis. The acceleration values obtained from the nodal
accelerometers in the left and right whgs are averaged to give a single
time history which is used as the rigid-body acceleration in rough air.
The use of the average of the two nodal accelermneters largely eliminates
the effects of roll and of unsymmetrical vibrations on the measured
accelerations.

Inasmuch as the evaluation of the results of the flight investiga-
- tion and the associated analytical results sre based on the techniques

of generalized harmonic snal.ysis,a few basic concepts and relations
that are needed are given here. One of the more @ortant and useful

. c%racteristics of a stationary random disturbance is its power-spectral-
density function. If y(t) is a stationsxy random disturbance, the
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power-spectral-densityfunction or power spectrum of y(t) is defined
by

,T
a(f) = Mm * J 2

y(t) e‘2fiiftdt (1)
T+ m -T

where the bars designate the modulus of the complex quantity and T is
an srbitrsry value of t in seconds. The power spectrum O(f) can
essentially be considered to describe the contributions of the various
frequencies to the total power or mean-squsre value of

The power spectrum of a disturbance and the
response of the airplane to the disturbance are,
related simply by

@o(f) = Qi(f)lT(f)12

power
for a

the disturbance.

spectrum of the
linear system,

(2)

where 4i(f) is the power spectrum of the input, Oo(f) is the power
spectrum of the output response, and IT(f)! is the amplitude of the
system frequency-response function which, in the present application,
is the amplitude of the airplane wing bend@g-strain response to a unit
sinusoidal gust disturbance.of frequency f. In a-subsequent section of

*

this paper, the frequency-resyonsefunctions T(f) are determined
analytically and applied in eqyation (2) in order to determine the
expected strain spectra for comparison with_the measured results.

h–

The spectrum of the output response permits the determination of
the mean square of the response &d other statistical characteristics
of the di6tubance that sre of interest. The root-mean-squsrevalue
provides a simple and direct measure of the overall response intensity.
Also, as in reference 1, the spectra for a (jaussianrandom process may
be used to derive the average number of peaks per second N(y) that
exceed a given strain level y. The expression for obtaining the average
number of peaks per second exceeding given values, as given in refer-
ence 1, is

—

N(y) =[1J
1/2

‘f20 (f) &f
o

0 e-y2/202

J

Ln
Oo(f) df

o

(3)
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where

N(y) nuniberof strain peaks per second greater than y

Y strain smplitude

~2
mean-sqme value of

Thus, equation (3) may also be

N(y)

where

the strain response, ~m O.(,) a
do

written as

al e-y2/2G2=—
a

I‘m f%.(f) df
-L Jo “

RESULTS‘

Expertiental

Time histories of strain indications and nodal-point
for a portion of a gust record and a pull-up sre shown in
preliminary check of the strain indications for the front

accelerations
figure 4. A
and resr spars

of stations W6 and 257 indicated that the strains in rough air relative
to the strains in pull-ups were essentially the same for the front and
rear spars at these stations and, therefore, only the front-spar strains
were used to represent these stations.

Power spectra.- Power-spectral-density functions for the wing
bending strains and rigid-body accelerations were computed from the time-
history data for a 2-minute section of records by Tukey*s calculation
procedure for spectra estimation as presented in references 11 and 12.
In determining the strain spectra from the measurements, the nature of
the records made impractical the reading of the records at time intervals
of less than 0.1 second; therefore, the range of the spectra was lhited
to 5 Cps. The nodal-acceleration records, however, were read at intervals
of 0.05 second; thus the spectra for the rigid condition covered the
frequency range from O to 10 cps. Forty estimates of the power, equally
spaced over the frequency range from O to 5 cps, were obtained for the



10 NACA TN 4071

strain histories, and 20 estimates (due to a difference in reading inter-
~

vals) were obtained for the rigid-body acceleration.

Since the wing strains in a pull-up are different at the vsrious
w

wing stations (fig. 4) the spectra of rigid-body strains also differ from
station to station. To permit direct comparison between simplification
effects at the various stations, the time histories of wing bending strain

‘J
in rough air were normalized In the following manner:

Normalized G = e (~/g) at station 126 in a PILL-UP
Jj

fJ/g) in a Pul~-up

The rigid-body acceleration history was also converted to a normalized
rigid-body strain by multiplying by the strain per g at station 126 in
a pull-up. This normalization permits direct compaison of all strain
spectra with a single rigid-body strain spectrum.

—
The normalized strain

spectra obtained in the foregoing manner are shown in figure 5 for the
frequency range from O to 5 cps. Because of the normalization the actual
numerical values have no real significance, except at station 126, and
do not reflect the actual strain variations between the different

.-

stations.

Peak countx.- A direct count of the strain peaks for all cases was
not considered practical; therefore, the number of strain peaks per mile .J
greater than a given strain level was estimated tiom the measured spectra
of figure ~ by means of equation (3). The results are plotted in fig-
ure 6 as a function of strain level for the flexible and rigid cases at .
station 126.

In the evaluation of the integrals in equation (3), the spectra of
figure 5 were used. Inasmch as these spectra cover only the $requency
range of O to 5 cps, the integrals could be determined only for this
region. This appraimation does not affect the reliability of the root-
mean-square values, inasmuch as the numerical procedures used result in
no loss of power but only in a distortion of the true spectrumj the
power at frequencies above 5 cps appears as ‘@wer at lower frequencies. ,
The number of peaks exceeding given values is somewhat underestimated,
however, as a result of this a~roximation, as is indicated in a sub-
sequent section.

Amplification factors.- The magnitude of the flexibility effects
can be shown by strain ratios, that is, the ratio of a measure of the
strain for the flexible case to the comparable measure of strain for a
reference rigid case. Inasmuch as the root-mean-square strains provide
a simple measure of the strain levels, the ratios of the root-mesm-square
values for the flexible case to the corresponding values for the rigid

*

.
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*
case give one measure of the strain amplification factor (obtained from
the root-mean-square values given in fig. 5) and are plotted as a func-
tion of wing station in figure T(a)..

Another measure of the strain amplification due to flexibility that
is frequently of interest is the ratio of the strain for the flexible
airplane to the strain for the rigid airplane that has the ssme frequency
of occurrence. This ratio may be more significant for fatigue studies
than the ratio of the root-mean-square values and is determined as
illustrated in figure 6 from the distributions of strain peaks for the
flexible-and rigid airplanes. Figure 6 shows that the ratio of the strain
for the flexible airplane to the strati for the rigid airplane that has
the same frequency of occurrence varies tith strain level; the ratio is
highest at the low strain values smd, as can be shown analytically,
approaches the ratio of the root-mean-squsre values at the higher strain
levels. As in reference 1, the frequency of occurrence selected for
determining the strain ratios was the frequency for the flexible air-
plane at a strain equal to twice the root-me~-squsre strain for the
flexible airplane. This strain ratio for each of the four measuring
stations is shown in figure T(b).

Statistical reliabilityy.- The statistical reliability of the power
spectra determined from the 2-minute section of record was determined by
the method of reference U.. The reliability of each power estimate for
relatively flat spectra is expressed in terms of the statistical nuniber
of degrees of freedom k, where

m 40
n 1200——-5_

k=—-
Q + = 59”6
2

(4)

ad “

m number of uniformly spaced points over frequency range for
which power estimates sre obtained

n number of equally spaced observations tsken over the length
of the time history, T/At

For this value of k, figure 2 of reference H shows each individual
powbr estimate to have g~-percent confidence limits from O.68 to 1.35
of the value measured. Small peaks in the measured spectra may, there-
fore, be merely statistical fluctuations. The statistical reliability
of the root-mesn-square value, which is based on the integrated power,
is considerably higher and is estimated to be reliable to within approxi-
mately +10 percent.

— —-
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Ana~ical w

The results obtained in the analytical phase of this investigation
were based cm the relation of the random input disturbance (for a uniform

.-

spanwise gust), the output response of the airplane, and the fre uency-

7response characteristics of the airplane as given in equation (2 .
Selection of a suitable input disturbance, calculation of the airplane
frequency-response ~ction, and determination of the output response by
means of equation (2) was required. Inspection of the wing strain indi-
cations, as in figure 4, revealed that the second bending mode of vibra-
tion was of some importance at the outbosrd wing stations; the method of

.—

reference 1 was therefore etiended to include the second symmetrical
bending mode. The determination of the input gust disturbance, the air-
plane frequency-response or transfer functions, and the output responses
are discussed in the following sections.

Input disturbance.- Recent theoretical studies, such as reference 13,
have used the following expression
cal gust velocity:

where

2
% “rnean-squS2egust

to approximate the spectzwn of verti-

2 L 1 + 3f?2L2
au ~

( )1 + f12L22

velocity, (ft/sec)2

L scale of turbulence, ft

f-i frequency, 27r/1 (where A is gust wave length in feet),
radians/ft

(5)

For present purposes it is convenient to express the gust spectrum in
terms of the frequency argument f in cycles per second, where

f D=—
and v = 368 ft/sec. In terms of this frequency argment, the gust power
spectrum is given by

—

.

—
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Representative values of L for atmospheric turbulence are believed
to vary from several hundred feet to more than 1,000 feet. The spectra
for values of L of kOO, 1,000 and 2,000 feet are showm in figure 8 for

a value of %2 of 1. The value of L equal to 1,000 feet was selected

for the present analysis as being of the correct order, on the basis of
measured data (ref..12), although calculations were also made for other
values of L.

Frequency-response functions.- The frequency-response character-
istics were obtained for the airplane bending-strain response to con-
tinuous sinusoidal gust encounters on the basis of the methai of refer-
ence 1. In addition to calculations for the rigid condition, the
frequency-response functions were calculated for two sepmate flexible
conditions: (1) the airplane with two degrees of freedom (as in ref. 1],
vertical motion and wing bending in the fundamental mode, and (2) the
airplane with three degrees of freedom, vertical motion and wing bending
in the fundamental mode and second mode (first and second symmetrical
bending modes).

Although airplane pitch q be important in the response of an air-
plane to gusts, pitch response was not included in the calculations
because of increased complexity. The equations necesssry for including
the second symmetrical mode are derived in the appendix, and the airplane
loading, physical constants, and basic parameters are given in table 1.

b The slope of the lift curve a was estimated to be 5.OQ per radian for
the test airplane, and this value was used as being more appropriate in
the calculations than the value of 6.28 used in reference 1. In using
the method of reference 1 to obtain the am@itude of the airplane bending
response, the results were obtained in terms of a bending-moment coef-
ficient per foot per second. The equations necessary for converting the
bending-moment coefficients to strains me given in the appendix of the
present report. The frequency-response functions obtained for the wing
stations at which flight measurements were made sre shown in figure 9.

Output response.- Output-response spectra were obtained for each
wing station by using in equation (1) the calculated frequency-response
functions and the assumed input spectrum of equation (5) for au2 = 1.
The output spectra were calculated for a frequency range of O to lo cps
in order to include the effect of the second symmetrical mode that peaks
at approximately 7 cps. For convenience in making coqsrisons, the calcu-
lated output spectra for the rigid airplane and the flexible airplane
(three degrees of freedom) for the wing stations at which the flight
measurements were made and a value of L of 1,000 feet were normalized
In the msaner used in obtaining figure 5 (so that direct comparisons.
could be made) and are shown in figure 10. The results for frequencies
of only O to 5 cps are shown in this figure because of the very low values
at the higher frequencies. In order to show the results for the higher
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frequencies, and in particulm to indicate we effect of the second 9

bending mode, the complete frequency-responsefunctions for frequencies
of O to 10 cps are shown in figure 11 with a..logsrithmicordinate scale. __ .- _

Amplification factors.- ‘Theamplification factors or strain ratiosL
based on the ratio of the root-mean-squsre strain for the flexible air-
plane to that for the rigid airplane were ob.~ainedfrom spectra such as
those in figure 10 (squsre root of srea under spectra). These calculated
values for both two degrees and three degrees of freedom are shown in
figure 12(a), plotted as a function of wing station for a value of L
of 1,000 feet, along with the measured values from figure T(a). .—

The nuniberof strain peaks per mile greater th given strati levels .
were obtained for each wing station by use of equation (3) in order to
determine amplification factors or strain ratios based on the distribu-
tion of peak strain values, as was done for the experimental results
shown in figure 6. The calculated values for both two degrees and three
degrees of freedom sxe shown in f@ure 12(b) for a value of L of
1,000 feet, along with the measured values from figure T(b).

DISCUSSION

Experimental Results
#

Power spectra.- Ins~ection of the spectra of wing strains in flight . ~
through turbulence (fig. 5) reveals two features of interest. In the
frequency range below approximately 0.5 cpsJ an amplification of wing

.

strains that increases roughly in proportion to the distance from the
center line is apparent. It is felt that this increase is primemily
due to factors such as spanwise gust variations and airplane rolling
motions rather than wing flexibility. At the fundamental.bending-mode
frequency of 2.7 cps, the effects of wing fl~ibility are evidenced by
the bump that appears in the spectra. The spectra tidicate that flexi-
bility effects near the fundamental bending-mode frequency sre greatest
at the most inboard station and least at the two outboard stations.

The effects of the second symmetrical bending mode sre not evident
in the measured spectra, inasmuch as the frequency of the second bending
mode is about 7 CPS and the spectra in fiwg 5 sre shown to only 5 CPS.
Because of the method of obtaining the spectra, however, the power at
higher frequencies is not lost but is reflected and appesr?sas power at
frequencies of less than 5 C-PS;in particular, the power associated with
the second symmetric mode at ammoximately 7 cps maybe ~ected to
appesr at 3 cps. This characteristic of reflection of the power above_ . ~__
the highest resolved frequency (5 cps in the present case) has been termed
“aliasing” (ref. I-2). The measured spectra me distorted to the extent
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*
of this reflection. The power expected at the higher frequencies
small, however, as indicated by inspection of the strain records,
the distortion expected is also small..

The measured spectra also show a slight tendency to increase

15

is
and

in
power at frequencies above approximately 3.5 cps. This tendency may be

a reflection of the first antisymnetrical mode, believed to be at about
5 cps, as indicated in reference 10.

.

Amplification factors.- The ratios of the measured values of root-
mean-square strain for the flexible airplane to those for the rigid
airplane (fig. 7(a)) indicate that an simplificationfactor of approxi-
mately 1.1 applies for all wing stations. However, part of the smplifica-
tiofi(especially at the outboard stations) is due to differences in the
spectra of figure 5 at frequencies below a~roximately 0.5 cps that, as
previously noted, are felt to result from factors such as spanwise gust
variations and rolling motions rather than from wing flexibility. In
order to obtain amplification factors that, insofar_as possible, reflect
only the amplification due to flexibility, the spectra for the flexible
condition in figure 5 were reduced to the sane values as the spectrum
for the rigid condition in the frequency range from O to 0.5 cps on the
assumption that these differences between the spectra were not due to.
flexibility. The simplificationfactors obtained from these adjusted
spectra are also shown in figure 7(a) ud indicate that the amplification
factor due to flexibility decreased from a value of 1.09 at station 126
to a value of 1.03 at station 432 and then increaaed to a value of 1.05
at station 590.

Amplification factors based on distributions of strain peaks as
in figure 6 are shown in figure 7(b) for both the measured and adjusted
spectra of figure 5. These amplification factors ere, in general, con-
siderably higher than those based on root-mean-square values but indicate
the same trend of flexibility effects; that is, the smplificati.onfactor
based on the adjusted spectra of figure 5 decreased from a value of 1.19
at station W6 to a value of 1.03 at station 432, and then increased
to a value of 1.11 at station 590. The amplification factors based on
the measured spectra are greater than those based on the adjusted s~ectra
by an increment of 0.02 to 0.07. All the amplification factors in fig-
ure 7(b) determined from the spectra of figure 5 and by the use of equa-
tion (3) are believed to be somewhat too low because they are based on
spectrum measurements which cover only the frequency range from O to
5 Cps. A few checks of these ratios were made by actual counts of strain
peaks and they yielded values that were ~eater by an increment of
about 0.05 than those obtained from the spectra and the use of equa-
tion (3). It would thus appesr that amplification effects due to flexi-
bility, as obtained from the measured spectra, may be underestimated by
this amount in figure 7(b).

.
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The preceding discussion indicates that both the amplification
?-

factors used - the ratio of root-mean-square values and the factor deter-
mined from distributions of strain peaks - show the largest effects of
flexibility at the most inboard station and the smallest at station 432.

.

It is also of interest to note that increasing the amplification factors
obtained from distributions of strain pesks (fig. 7] by an increment

.—

of 0.05 (the approximate smount by which the strain peaks sre believed
to be underestimated) results in substanti~, agreement between the results” - =
from the spectra of figure 5 and the amplification factors obtained in
reference 10 on a basis “ofselected peaks.

Comparison of Calculated and Experimental Results

Frequency-response functions.- Inspection of the calculated frequency-
response functions in figure 9 indicates that the simplificationof a wing
bending strain due to fundamental bending-mode response at approxim-
ately 2.5 cps is largest at the inboard wing stations while the ampli-

.

fication of a wing bending strain due to second bending-mode response
at approximately 6.5 CPS is largest at the outboard stations. The
calculated frequency-response functions for two degrees and three degrees
of freedom in figure 9 are approximately the same for frequencies below
about 4 cps. When the rapid decrease of input power with frequency is
considered (fig. 8), it is evident that the output power will be little
changed by the effect of the second bending mode. The differences in
the frequency-response functions at frequencies above 4 cps, however, *

will result in a lsrger number of peak strains aboye a given value
because of the fact that the number of pe&ks depends more heavily on
the higher frequencies of the spectrum (eq. (3)).

.

Power spectra.- Direct comparison of the output spectra of fig-
ures 5 and 10 on the basis of the ordinate values is not justified

—

because the intensity of the input for the measured spectra is not known
2 in the calculations. Theand because a Value of 1 was used for Uu

calculated output spectra of figure 10 for a.value of L of 1,000 feet}
however, resemble the measlu?edspectra of figure 5 except for the differ-
ences in the frequency range below approximately 0.5 cps which, as pre-
viously noted, sre believed to be due to factors not related to wing
flexibility. Both the measured and calculated spectra show a large
peak power due to rigid-body motions at a frequency below 1.0 cps and a
secondary small peak (indicating response of first bending mode) sround
2.5 cps, with the secondary peak decreasing in both cases as the stations
become more outboard. The measured spectra, however, show greater power
in the secondary peak relative to that in the primary peak than do the
calculated spectra. The reason for this discrepancy is not clear, but .

the effects of pitching motions on the measured spectra at low frequencies
and the use of an assumed turbulence spectmm in the calculations may

--
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* account for at least a part of the discrepancy. In addition, there is
a greater decrease in power of the secondary pesky as the stations become
more outboard, for the calculated spectra than for the measured spectra,.
smd part of this decrease (although possibly only a small part) is a
reflection (due to the aliasing effect) of the power associated tith the
second symmetrical bending mode at about 7 cps (see outboard stations,
fig. 4). It should be noted that although the calculated spectra shown
in figure 10 are for the three-degree-of-freedom case (two structural
modes), the spectra are essentially the same as for the two-degree-of-
freedom case (see transfer functions in fig. 9) for frequencies below
4.0 Cps.

The calculated =d measured spectra of figures 5 and 10 cannot be
compared directly to determine the effects of the second symmetrical
mode in bending on the strains, since the measurements covered only the
frequency range from O to 5 cps. An indication of the very low power
due to this mode is shown in the plot of the calculated spectra for the
three-degree-of-freedom condition on a logarithmic scale in figure 11,
where the peak power of the spectra is approximately one thousand times
as great as the peak power at 6 cps for the outboard wing stations.

Amplification factors.- Comparisons of the adJusted and calculated
effects of flexibility in figure 12(a), based on the ratio of root-mean-
square values of the adjusted spectra of figure 5 and the results for
both two and three degrees of freedom for a value of L of 1,000 feet,

. indicate that the adjusted values of amplification factors are in sub-
stantial agreement with the calculated values except at the most out-
board station where the value is 1.05 compared with the calculated value
of approximately 1.02. The calculated factors shown in figure 12(a)
decrease from a value of 1.12 at the center line to a value of 1.02
at 0.6 of the semispan from the center Mne, and the value is about 1.02
or less for stations outboad of this point. Measurements and calcula-
tions therefore agree and show the largest effects of flexibility at the
most inboard stations, but a discrepancy between the calculated and
adjusted results is appsre.ntat the most outboard stations.

Comparison of the effects of flexibility (fig. 12(b)) on the basis
of amplification factors determined from distributions of pesk strains,
as in figure 6, indicates that in general the calculated results for the
three-degree-of-freedom condition and a value of L of 1,~0 feet are
in relatively good agreement with the results derived from the adjusted
spectra of figure 5 (shown in fig. 7(b)) except at the most outboard
stations. The calculated amplification factors shown in figure 12(b)
decrease from a value of 1.2$1at the center line to a value of 1.04

. at 0.5 of the semispan from the center line, increase to a value of 1.07 ,
at 0.8 of the semispan~ and then decrease. The calculated simplification
~actors for the two- and three-degree-of-freedom conditions (fig. 12(b))
sre in substantial.agreement at the inboard stations, but the results
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for two degrees of freedom show much lower simplificationfactors at the *

outboard stations and indicate that the second symmetric bending mode
has a large effect on the snplification factors at these stations. The
higher amplification factors for the calculated results at the two out-

.

board stations when the second symmetric bending mode is taken into
account are, as previously mentioned, the result of differences in the
spectra at the higher frequencies that have small effects on the root-
mean-square values.

- The effect of the choice of gust input, slope of the lift curve,
and frequency range on the calculated simplificationfactors is of interest.
A lower value of L in equation (5) will result in a higher simplification
factor; for example, the use.of a value of L of WO feet yields an
simplificationfactor based on root-mean-squsre values of approximately 1.16
forestation 126, compared with approximately 1.10 for a value of L of
1,000 feet. A higher lift-curve slope reduces the simplificationfactor,
and for these calculations the use of a lift-curve slope of 6.28 instead
of 5.00 would have approximately the same effect as the use of a value
of L of 1,000 feet instead of b feet.

— -—-—
The calculated simplification

factors obtained from distributions of strain peaks are dependent on the
upper limit of integration used in equation (3) because it is not practical
to integrate to infinity, and the effect of a change in the upper limit
on the amplification factor depends upon the frequency-response functions.
In the present case, however, both analytic considerations and the
recorded data place the upper limit of the integration at about 10 cys.

.

In assessing the reliability of the analytic calculations it was
noted that although the measured and calculated results are in relatively
good agreement, some discrepancies are present. Inaccuracies in the
calculations can, of course, Wise from a le&-genuniberof sources and
will require further study. In the present case an assumed gust input
was used, and the effect of factors such as airplane pitching motions,
spanwise ~st effects, and the antisymmetric bending mode were neglected.
Although uncertainties in the calculk,tionsmay wise from the factors
mentioned, the present results indicate that the methods used provide
reasomble first-order estimates of the magnitude and character of the
effects of flexibility on the bending strains at the vsrious spanwise
stations for unswept-wing airplanes. .— .-

CONCLUSIONS

The effects of wing flexibility on the wing strains that result from
gust encounter have been exemined on a power-spectral basis. Both flight
results and analytical results have been considered for a four-engine
bomber airplane, and correlations between the measured and analytical
results have been made. The effects of wing flexibility on the wing

.

—



NACA TN !K)71 19

strains were measured in terms of simplificationfactors based on the
ratio of the strain for the flexible condition to the strain for the
~’rigid”condition, and results were obtained for four spanwise stations
of the wing. The effect of including the second symmetric bending mode
in addition to the fundamental bending mode in the calculations was also
evaluated. The study led to the following results:

1. Comparison of the measured strain spectra for the flexible and
rigid conditions showed strain airplifications’in the frequency range
below 0.5 cps, especia~ at the outboard wing stations, that are
attributed to the effect of factors such as spantise gust variations
and airplane rolling motions rather than to flexibility effects.

2. The measured strain sqlification factors due to wing flexi-
bility at a station near the wing root were 1.09, on the basis of the
ratio of.root-mean-squsre strains, and approximately 1.19 on the basis
of the ratio of strains derived from distributions of strain peaks. ‘The
simplificationfactors decreased with each successive outboard station
and then increased slightly at the most outboard measuring station.

3. The calculated output spectra were inreasonsble agreement with
the measured spectra except at low frequencies, where the differences
are attributed to e&raneous factors. At the outboard stations it was
necessery to include the effect of the second symmetric bending mode in
the calculations in order to estimate adequately the effect of flexibility
on the distributions of strain peaks.

4. Both calculations and measurements indicated that the second
symmetric bending mode had a very small effect on the root-mean-sqme
strains but that, for strain amplification factors determined from distri-
butions of strain peaks, the second symmetric bending mode had a pro-
nounced effect at the outbosrd wing stations.

5. Although uncertainties in the calculations may arise from a
number of factors, the present results indicate that calculations based
on power-spectral techniques may provide reliable estimates of the
magnitude and character of wing flexibility effects on wing strains in
gusts for unswept-wing airplanes.

Langley Aeronautical Laboratory,
National Advisory Comnittee for Aeronautics,

Qley Field, Va., May 27, 1957.
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APPENDIX

DERIVATION OF THE FREQUENCY-RESPONSE FUNCTIONS INCLUDING

VERTICAL MOTION AND FIRST AND SECOND SYMMETRICAL

MODES OF WING BENDING

In order to include the effects of a higher mode in the a.nal@ical
results of this paper, the gust-response analysis of reference 1 was
extended to include the second symmetrical wing bending mode. Addition
of the ~econd symmetrical wing bending mode simply adds a term to each
of the response equations of reference 1, and an additional equation is
obtained for the second mode. This appendix shows the effect of the
additional mode on the pertinent equations but does not attempt to
present the complete derivation, which should be self-evident.

Symbols Used in Appendix

a slope of lift curve of wing

a. deflection coefficient for nth mode, function of time alone
11

b s~an of wing

c chord of wing

co chord of wing at midse@span

E Young’s modulus of elasticity

I bending moment of inertia

‘J
nondimensional bending-moment

k reduced-frequency parmeter~

.

.

factor, ‘j

: PUVMC
o

CDco

Z!T

z distance from neutral axis to extreme fiber
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Mco moment of wing area
~b/2

d

- yj)dy

- Yj)@

‘J net incremental

Kj ; P~cO

21

about spanwise station under consideration>

bending moment at wing station j,

d

Mn

m

r~.

generalized mass of nth mode

mass per unit spsa of wing

J

b/2
2 Cwl d,

o

I

b/2
2 cd,

o
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r2 .

r4 .

‘5 =

‘6 ‘

~,a

T(f)

t

u

u

v

Wn

Y

J’
b/2

2 12 WCw
o

J
b/2

2 cd-y
o

I
b/2

2 CW1W2
o

f

b/2
2 Cdy

o

J
b/2

2 CW22*

o

I

b/2
2 C@

o

distance traveled, ~ t, half-chords
co

snplitude of airplae frequency-responsefunction

time (zero at beginning of gust p~etration)

gust velocity

vertical velocity of gust

forwsrd velocity of flight

deflection of elastic axis in nth mode, given in terms of
unit tip deflection, positive u~ward

distance along wim measured from—airplane center line

k’

—.
.!

.

--

.
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v
‘n response coefficient based on an, —

Uco ~ ,

e strain, normal

&d.
~o = apcos

&41
% = @cos

P mass density of air
.

1 -~ function which denotes grow-thof lift on an airfoil following
a sudden change in angle of attack (Wagner function)

$ function which denotes growth of lift on rigid wing entering
a shsrp-edge gust (Ktissnerfunction)

u.)n natural circular frequency of vibration of nth mode

Subscripts:

J spanwise station

n natural modes of vibration

By following the procedure used in reference 1 for obtaining the
response equations (eqs. (16) and (17) of ref. 1) for only two degrees
of freedom, vertical motion and wing fundamental bending, the following
response equations me obtained for the addition of the second symmetrical
mode:.

.

(Al)
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h~z2° + P$22Z2 = -2 OS ‘4Z0“ + ’521“ + ‘622”)~ - ‘(s-a~ ‘a +

The equation that defines a bending-moment
station

Kj =

In
case of

.

. ——

(M)

(A3)

factor K+ at wing
yJ (from eq. (22) of ref. 1) takes the followi& form:

-%0 ( % )f(%2 Mc
-
W=OMCO

2.” + ~ ZJ + ~ 22” -2 OS 2.” + < z~’ +

(A4)

order to reduce the response equations (Al) to (A4) to the special
sinusoidal gust encounter where the gust has a frequency u),.-

the quantities u, 20, and 21 may all be taken proportional to e~s,
umo

where k = — as shown in reference 1. By folbwingthe procedure
2V ‘

used in reference 1, equations (Al) to (A4) are reduced to the following
form:

-pOk2zo
(

=-2ikzo+rlzl+rz b 2)(F + iG) + (P + iQ) (M)
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2
-Klk ZI + P1A12Z1 = --~lzO+ r2z1+r5z2)(F+ iG) +rl(p+ iQ)

(A6)

-2~ (r4z0+ r5zl + r6z2)(F + iG) + rk (p + iQ)-p#z2 + 1-92222 ‘

(A7)

% ( %1 %Q
‘s = apc@co

k2zo+—

%
‘1 +

)
—22 -
%

( MCI MC2
2ik(F + iG) zo + — zl+~

)

22 + (P + iQ)
Mco %

(A8)

where F(k) and G(k) sre the in-phase and out-of-phase oscillatory
lift coefficients and P(k) and Q(k) are the similar in-phase and
out-of-phase lift components on a rigid wing subjected to a sinusoidal
gust. In eqmtion (A8),

‘J
represents the bending-moment transfer

function T(f) per unit gust velocity at station yJ. By solving ““

equations (A5), (A6), and (A7) simultaneously for values of Zoj Zlj ‘

and Z2 and substituting these values into eqwtion (A8), values of

‘J
may be obtained for any frequency k.

For the present analysis, the bending-moment factor Kj WaS

expressed as strain by use of the following relation:

MjZ
E ‘aPUVMK=—= —.

EI EI 2 co J (A9)

The airplane loading, physical constants, and basic parameters used
in this analysis are listed for each ~ station in table I.
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TABLE I

ICM!DING,PHYSICAL CONSTANTS, AND EASIC PARMETEM
.

w,
v,
s,
b,

lb . . . .
mph . . . .
Sq ft...
in. . . .

Aspect ratio .

(a) Terms that apply to all wing stations

.,. . ●✎ ●
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✎ ✎ ✎ ✎ ✎ ✎

✎ ✎ ✎ ✎ ✎ ✎

Mem aerodynamic chord, ft
Center-of-gravity position
mean aerodynamic

a. . . . . . .
C, in.....o
p, slLlgs/cuft .
~, radians/see

U2, radians/see
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(b) Terms that apply to specific wing stations
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0.953
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Figure I.. Three-via drawing of test airpbe.
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Figure 3.- Estimated spmwise weight distribution for a gross weight of
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Figure 5.- Measured strain spectra (normalized to strain at station E6).
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